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TX-3570W20FC120-NUFEZW-B04DT

PRODUCT SPECIFICATION

Features:
◆Excellent transiting heat from LED chip operating under 1900mA.

◆Ceramic eutectic package allows it to have minimal internal stress and excellent thermal path.

◆Flip chip coated with package, the output of lumen is stable.

◆High luminous output.

◆Encapsulated materials are environmentally certified and meet environmental requirements.

Chip Material: Lens Color: Applications:
◆GaN ◆Cold white ◆Automobile lighting
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Electrical Optical Characteristics (Tc=25°C)

White light Color coordinate filing (IF=1.0A )

Region
CCT Range

X1 Y1 X2 Y2 X3 Y3 X4 Y4
Min Max

G12 5300K 5500K 0.3375 0.3626 0.3322 0.3527 0.3322 0.3710 0.3378 0.3813

G10 5500K 5800K 0.3322 0.3517 0.3255 0.3395 0.3251 0.3564 0.3322 0.3696

F01 5800K 6300K 0.3251 0.33670 . 3 3 2 7
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Typical Electrical/Optical Characteristics Curves
(25℃ Ambient Temperature Unless Otherwise Noted)

Forward Current  VS. Forward Voltage
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Temperature  VS. Relative color temperature (IF=1500mA)
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Notes:
1. 2θ 1/2 is the off axis angle from lamp centerline where the luminous intensity is 1/2 of the peak value.

2. View angle tolerance is ± 5°.
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Usage Precautions
Storage Environment Condition
Temperature: 5℃ ~ 30℃ (41oF ~ 86oF)

Humidity: 60% RH Max.

Soldering Condition
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Profil-Charakteristik
Profile Feature Symbol

Pb-Free(SnAgCu)Assembly Einheit
Unit

Minimum Recommendation Maximum

Ramp-up Rate to Preheat
25℃ to 150℃ - - 2 3 K/s

Time ts TSmin to TSmax ts 60 100 120 s

Ramp-up Rate to Peak TSmax to Tp - - 2 3 K/s

Liquidus Temperature TL 217 ℃

Time above Liquidus temperature tL - 80 100 s

Peak Temperature TP - 245 260 ℃

Time within 5℃ of the specified peak
temperature Tp-5 K tP 10 20 30 s

Ramp-down Rate Tp to 100℃ - - 3 6 K/s

Time 25℃ to Tp - - - 480 -

Note:
All temperatures refer to topside of the package, measured on the package body surface.
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